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AquaClean  170
Low VOC Multi-Purpose Water Base Cleaner

DESCRIPTION
Removes:  grease, wax silicone, adhesives, tar, tree sap, insects, dirt and sanding residue. 
AquaClean 170 is a water base, low VOC, Multi-Purpose Cleaner for use in initial and final 
surface prep.

COMPONENTS

Ready-to-use
MIXING RATIO

  N/A
POT LIFE @ 77°F (25ºC)

• AquaClean 170

 • Sanded surfaces 
 • Sanded Primers
 • OEM finishes
 • Cured Sealers
  • Aluminum

APPLICATION
•  Wash surface with mild detergent and water.
•  Rinse and dry surface.
•  Soak clean cloth with AquaClean 170.
•  Wipe surface with AquaClean 170 and wipe dry with clean cloth before product dries.

TECH TIPS
•  AquaClean 170 should not be allowed to dry on the surface.  If this occurs, re-apply 170  
 using a clean cloth, and wipe dry. 
•  Useful for sensitive surfaces. 
•  Always replace cap after use.
•  May be applied with spray bottle.
•  May be used as a “wet-sanding” lubricant.

SUBSTRATES

VOC (As Packaged) . . . .  0.2 lbs./gal.                   
PHYSICAL DATA


