
DESCRIPTION: 
Urethane Sprayable Truck Bed Liner is a durable and easy to use 2K urethane truck bed liner that provides a 
rugged texture to help protect truck beds from chips, scratches and damage. 
 
PART NUMBER: 
 

• 1440-2 Urethane Truck Bed Liner 1 Gallon Sprayable Kit / Black 1 units / case 13 lbs / case 
• 1440-4 Urethane Truck Bed Liner 1 Quart / Black 6 units / case 14 lbs / case 
• 1445-2 Urethane Truck Bed Liner 1 Gallon Sprayable Kit / Gray 1 units / case 13 lbs / case 
• 1450-2 Urethane Truck Bed Liner 1 Gallon Sprayable Kit / White 1 units / case 13 lbs / case 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

TTEECCHHNNIICCAALL  DDAATTAA  SSHHEEEETT  ––  UUrreetthhaannee  TTrruucckk  BBeedd  LLiinneerr  
PRODUCT: Urethane Truck Bed Liner   
TECHNICAL CALLS: 1-800-321-0672 

PRODUCT USES: 
Protect and beautify truck beds. Protective, textured coating for automotive, fleet, and light industrial use. 
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APPLICATION: 
1. Thread the #140-2 Applicator Gun clockwise onto the quart Schultz can. 
2. Connect the Applicator Gun to the air line. Recommended air pressure at the gun is 80 psi. 
3. Always spray a test panel before spraying the truck bed. 
4. Holding the gun 8-10 inches from the surface, apply one full wet coat. For best results, start spraying the front 

truck bed panel, then spray the sides including the wheel wells. 
5. IMPORTANT – while mixing additional quarts of Urethane Truck Bed Liner and Activator, run urethane 

reducer through the Applicator Gun to prevent gun from clogging. 
6. After spraying the front and sides of the bed, spray the floor. Follow the length of the bed and completely coat 

the floor before spraying the tailgate. Recommend one coat application only. 
7. Prior to delivery of the vehicle, allow to air dry for eight hours. Do not expose the truck bed to direct sunlight 

for six hours after application. Wait two days before hauling anything in the truck bed. 
8. Clean spray equipment with urethane reducer immediately after use. Keep the containers of unused portions 

of the Urethane Truck Bed Liner and Activator tightly closed at all times to avoid contamination. #1435 Truck 
Bed Activator is moisture sensitive. 

9. Always wear protective clothing and a positive pressure air supplied respirator (NIOSH TC-19C or equivalent) 
approved for spraying isocyanate coatings. 

NOTE: All specifications are based on using #140-2 Applicator Gun; the texture will vary with the use of other 
guns. 

MIXING: 
IMPORTANT! Before mixing, ensure that vehicle is prepared properly as this product has a 20-30 
minute pot life. 
1. Pour contents of Urethane Truck Bed Liner into a clean, dry mixing container. 
2. Pour contents of #1435 Activator into the same container. Stir for one minute. 
3. Pour the mixture into the same empty Shultz can provided. 
NOTE: Do not mix Urethane Truck Bed Liner and Activator in the same quart can. Do not mix on paint 
shaker. Do not reduce with solvent. 

MIX 

SURFACE PREPARATION: 
 

1. Prior to sanding to remove all surface contaminants, properly clean the truck bed with USC #1240-1 
Wax, Grease & Silicone remover. 

2. Mask entire vehicle area except area to be coated. 
3. Sand truck bed with 40-120 grit sandpaper. If surface is rusted, remove rust by grinding or 

sandblasting. Blow off surface to remove sanding dust. 
4. Prime bare metal areas with USC #2325 EasyWork Epoxy Primer (#2375 Activator). Wait for epoxy 

to dry for a minimum or one hour before applying Urethane Truck Bed Liner. 
NOTE: Do not apply Urethane Truck Bed Liner over self-etching or lacquer primer. 
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TECHNICAL INFORMATION: 
Appearance as Packaged: Black, White, Gray 
VOC Packaged: 197-302 g/l, 1.64 – 2.53 lbs/gal 
 Applied:  150-230 g/l, 1.26 – 1.91 lbs/gal 

 

HEALTH & SAFETY:   
Read all warnings, first aid and safety for all components before using.  Keep out of reach of children and 
animals. Protect hands with impervious rubber gloves. Wear face, skin and eye protection. When 
sanding, we recommend the use of a respiratory covering device to protect from dust (MSA mask P/N 
459029 with MSA cartridge 464029 or equivalent). When using power equipment, refer to power tool 
manufacturer’s recommendations for safety equipment. USC products are for industrial use by trained 
professionals only. 
 
Emergency Medical or Spill Control Information:  In U.S. call CHEMTREC 1-800-424-9300 
 CANUTEC 1-613-996-6666 (for Canada call collect) 

ASSOCIATED MSDS: “1440/1445/1450 Urethane Truckbed Liner Part A & 1435 Activator Truckbed Liner Part B 
 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


