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SATA HVLP SPRAY GUNS
Exclusive SATA adam to set 

DIGITAL inlet pressure 
and readout

HVLP Pressure Fed Gun

Use for high quality topcoat finishes in automotive, fleet or any 
industrial application.

The SATAjet® 3000 K™ HVLP has a new ergonomic design for a 
glove like feel with balanced weight. It is available in a Digital (adam) 
or a standard model. The SATA adam Digital version delivers exact 
pressure readout and is accurate to less than +/- 1 psi. SATA adam is 
lightweight, shatter proof and suitable for gun washers. Inlet pressure 
is adjusted simply by turning the unit. A large fan with superior 
atomization is perfect for large surfaces. Both models are suitable for 
waterborne or solvent-based material with corrosion-resistant stainless 
steel nozzle sets and nickel-plated gun body. Also a complete selection 
of special wear-resistant spray guns and nozzle sets is available for 
abrasive materials.

Other features include patented 1½ turn QC™ (Quick-Change™) 
air cap and CCS™ (Color Code System™) for easy identification. 
The VOC compliant SATAjet 3000 K HVLP achieves transfer efficiency 
much higher than 65%. Less overspray means real savings potential for 
shops, while at the same time contributing to a cleaner environment.

Weight:  ................................. 1lb 4oz

(non-digital w/o pipe and filter)

Operating Pressure:  ............. 36 psi

Air Consumption:  ................. 19.8 cfm 

Spray Distance:  .................... 5-8.5 inches

Finish:  ................................... Nickel Plated
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SATAjet 3000 K HVLP 
(formerly SATAjet K3 HVLP)

*To equip 3000 K guns with paint pipe, also order part number 92031
*To equip 3000 K guns with material filter, also order part number 38265

**Special treated nozzle sets are extremely 
resistant to wear and tear from abrasive material.

Material Filter
No. 38265 

Stainless Steel
3/8" Material Pipe
No. 92031

Repair Kit
SATAjet 3000 K
No. 92767

SATAjet 3000 K HVLP
without paint pipe & material filter*

 93286 92718 93294 96149 96156

 93286ST 92718ST 93294ST 96149ST 96156ST

 93385 92924 93393 96164 96172

 93385ST 92924ST 93393ST 137851 96172ST

 92783 92791 92809 92817 92825

 147058 137950 137968 137976 137984

 - - 58396 59626 61408

 95059 95067

Digital (adam) with stainless steel nozzle

Digital (adam) with wear-resistant nozzle

Standard with stainless steel nozzle

Standard with wear-resistant nozzle

Standard stainless steel nozzle set

Special treated wear-resistant nozzle set**

HM Carbide Nozzle Sets

Test Air Cap

Nozzle Size

0.8 1.0 1.6 2.0 1.2 

essure 
nd readout
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digital adam

SATA Material Sieve 
(Pack of 4)
60 MSH No. 12260
100 MSH No. 12278
200 MSH No. 74856 

SATA air micrometer 
with gauge
No. 27771

Download Brochure

Parts Breakdown - Pg. 83


