
13Genuine SATA® spray guns are identified by the colored air cap ring.   Colored Air Cap Ring made under US Patent No. D-459,432 and under US Patent No. D-459,433 
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Nozzle SizeSATAjet 3000 K RP
without paint pipe & material filter*

Digital (adam) with stainless steel nozzle

Digital (adam) with wear-resistant nozzle

Standard with stainless steel nozzle

Standard with wear-resistant nozzle

Standard stainless steel nozzle set 

Special treated wear-resistant nozzle set**

**Special treated nozzle set includes an extremely wear resistant special treated needle

Material Filter
No. 38265 

Stainless Steel
3/8" Material Pipe, SS
 No. 92031

Repair Kit
SATAje 3000 K
No. 92767

Quick Coupling 
with nipple
No. 91140

QC Nipple
No. 91108

Quick Coupling with 
Material Filter & Nipple
No. 91157
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SATA REDUCED PRESSURE 
SPRAY GUNS

RP™ (reduced pressure hybrid) Pressure Fed Gun

Use for high quality topcoat finishes in automotive, fleet 
or any industrial application.

The top quality SATAjet 3000 K RP is ideal for any automotive or industrial 
work. The new ergonomic design for a glove like feel with balanced weight. 
Two versions are available - a standard and Digital (adam) model. Accurate 
to +/- 0.070 psi. This RP (reduced pressure) spray gun is a hybrid that is 
VOC compliant with exceptional transfer efficiency. A wide spray pattern 
and superior atomization contribute to very fast working speed. Stainless 
steel fluid passages, paint needles and fluid tips are standard. For abrasive 
materials, a complete selection of special wear-resistant spray guns and 
nozzle sets is available for long life.

The SATAjet 3000 K RP features nickel-plating, variable fan control, fluid 
adjustment and built-in air micrometer. The 3000 K has a light trigger pull 
and self-adjusting Teflon seals. Patented features include CCS (Color Code 
System) with colored discs for easy gun recognition and QC (Quick Change) 
air cap with only 1½ turns. 

SATAjet 3000 K RP
(formerly SATAjet K3 RP)

Weight:  ................................... 1lb 4oz

(non-digital w/o pipe and filter)*

Operating Pressure:  ............... 36 psi

Air Consumption:  ................... 15.2 cfm

Spray Distance:  ...................... 6-9 inches

Finish:  ..................................... Nickel Plated
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SATA Material Sieve 
(Pack of 4)
60 MSH No. 12260
100 MSH No. 12278
200 MSH No. 74856 
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